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Imperial Metric

Thread Size A** B C Thread Size A** B C

in mm mm mm mm mm mm mm

3/4 6 9 5.5 M20 5 7 4*

7/8 6 9 6 M22 5 7 4*

1 6 9 6.5 M24 6 9 5*

1 1/8 6 9 7 M27 6 9 5*

- - - - M30 8 12 6*

1 1/4 8 12 8 M33 8 12 7*

1 3/8 8 12 8.5 M36 10 15 8*

1 1/2 10 15 9 M39 10 15 8

1 5/8 10 15 9.5 M42 10 15 9

1 3/4 10 15 10.5 M45 10 15 9

1 7/8 10 15 11 M48 12 18 11

2 12 18 12 M52 12 18 12

2 1/4 12 18 13 M56 14 21 12

- - - - M60 14 21 12

2 1/2 14 21 15 M64 16 24 14

- - - - M68 16 24 14

2 3/4 14 21 16 M72 16 24 14

3 16 24 17 M76 16 24 15

- - - - M80 16 30 15

3 1/4 16 24 18 M85 16 30 15

SUB series Subsea bolt tensioners require holes to be drilled 
in the flats of standard hexagon nut. These holes allow the nut 
to be rotated, with the use of a tommy bar, through the tool 
window.
The below tables are for use with imperial heavy series nuts 
and metric series hexagon nuts where nut height equals stud 
diameter 

*Flat Bottom
**Tolerance +0.1/+0.2


